RRR Safety Review for FM # 441836-1/I-75 Ramps at the NW 138" Street Interchange June 2020

1-75 NORTHBOUND OFF RAMP 87075600

- INSTALL AN ADVISORY RAMP 'EXIT SPEED 35 MPH' (W13-2) ON THE DECELERATION
LANE APPROACHING THE OFF RAMP

INSTALL A PAIR OF CURVE HORIZONTAL ALIGNMENT (W1-2L) SIGNS WITH '35 MPH
ADVISORY SPEED" (W13-1P) PLAQUES ON THE RAMP, BEFORE THE CURVE.

MATCHLINE A

THE CURRENT AERIAL FROM THE DEPARMENT FOR RAMP 87075601 AND |-75 MAINLINE
WERE TAKEN WHEN THESE WERE STILL UNDER CONSTRUCTION. HOWEVER, THE
CONSTRUCTION HAS SINCE BEEN COMPLETED. THEREFORE, THE AERIAL BELOW,
TAKEN FROM GOOGLE EARTH, WAS USED TO REFLECT THE CURRENT ROADWAY
CONDITIONS.
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LEGEND: INTERSECTION DETAILS:
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THE CURRENT AERIAL FROM THE DEPARMENT FOR RAMP 87075601 AND |-75 MAINLINE
WERE TAKEN WHEN THESE WERE STILL UNDER CONSTRUCTION. HOWEVER, THE
CONSTRUCTION HAS SINCE BEEN COMPLETED. THEREFORE, THE AERIAL BELOW,
TAKEN FROM GOOGLE EARTH, WAS USED TO REFLECT THE CURRENT ROADWAY
CONDITIONS.
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PROVIDE NEW PAVEMENT MARKERS AND RAISED
PAVEMENT MARKERS ALONG RAMP #87075601
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REPLACE THE DAMAGED POLE DELINEATORS
ALONG THE LENGTH OF THE RAMP.
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LEGEND:

. SAFETY IMPROVEMENTS

B ronsareTy veROVEMENTS

EXTEND CURRENT MERGE TAPER BY

APPROXIMATELY 90 FT TO 320 FT.

PROPOSED IMPROVEMENTS DIAGRAM

SR 93 7/ I-75 RAMPS
AT NW 138 STREET INTERCHANGE
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MATCHLINE D

1-75 NORTHBOUND ON RAMP 87075601

PROVIDE AN ENTRY TAPER AS PER STANDARD INDEX 000-525. THIS WILL REQUIRE
SHOULDER WIDENING FOR A TOTAL LENGTH OF 1,000 FT. RIGHT-OF-WAY ACQUISITION
IS NOT ANTICIPATED FOR THE WIDENING. IT IS ASSUMED THAT THE DESIGN SPEED
FOR THE ON RAMP AND ACCELERATION LANE IS 40 MPH.

LEGEND:

COORDINATE WITH MAINTENANCE OFFICE TO RESTORE
THE TILTED SIGN AND BEACON TO AN UPRIGHT POSITION.

COORDINATE WITH MAINTENANCE OFFICE TO
RESTORE THE "SIGNAL AHEAD" (W3-3) SIGN PANEL.

PROVIDE NEW PAVEMENT MARKERS AND RAISED
PAVEMENT MARKERS ALONG RAMP #87075601

THE CURRENT AERIAL FROM THE DEPARMENT FOR RAMP 87075601 AND I-75 MAINLINE
WERE TAKEN WHEN THESE WERE STILL UNDER CONSTRUCTION. HOWEVER, THE
CONSTRUCTION HAS SINCE BEEN COMPLETED. THEREFORE, THE AERIAL BELOW,
TAKEN FROM GOOGLE EARTH, WAS USED TO REFLECT THE CURRENT ROADWAY
CONDITIONS.

INSTALL THE NEW POLE DELINEATORS
ALONG THE ENTIRE LENGTH OF THE RAMP

INTERSECTION DETAILS

. SAFETY IMPROVEMENTS

B ronsareTy veROVEMENTS

O RAMP WIDENING

PROPOSED IMPROVEMENTS DIAGRAM
SR 93 7/ I-75 RAMPS
AT NW 138 STREET INTERCHANGE
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MATCHLINE C

MATCHLINE C

I-75 Ramps at the NW 138" St interchange
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PROVIDE NEW PAVEMENT MARKERS AND RAISED
PAVEMENT MARKERS ALONG RAMP #87075603
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. SAFETY IMPROVEMENTS

B ronsareTy veROVEMENTS

D RAMP WIDENING
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PROVIDE NEW PAVEMENT MARKERS AND RAISED
PAVEMENT MARKERS ALONG RAMP #87075601
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I-75 NORTHBOUND ON RAMP 87075601

PROVIDE AN ENTRY TAPER AS PER STANDARD INDEX 000-525. THIS WILL REQUIRE

&

SHOULDER WIDENING FOR A TOTAL LENGTH OF 1,000 FT. RIGHT-OF-WAY ACQUISITION

IS NOT ANTICIPATED FOR THE WIDENING. IT IS ASSUMED THAT THE DESIGN SPEED

FOR THE ON RAMP AND ACCELERATION LANE IS 40 MPH.
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PROPOSED IMPROVEMENTS DIAGRAM
SR 93 7/ I-75 RAMPS
AT NW 138 STREET INTERCHANGE
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I-75 Ramps at the NW 138" St interchange
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